
INSTRUCTIONS FOR

250W Variable Speed
Metal Lathe

 Stock No.33893 Part No.LATHE-300

IMPORTANT: PLEASE READ THESE INSTRUCTIONS CAREFULLY TO ENSURE THE SAFE AND 
EFFECTIVE USE OF THIS PRODUCT.

CONTACTS

GENERAL INFORMATION

  - DRAPER TOOLS LIMITED, 
 Hursley Road, Chandler's Ford,    
Eastleigh, Hampshire. SO53 1YF.  U.K.

  - Helpline: (023) 8049 4344 
  - Sales Desk: (023) 8049 4333
  - Internet: www.draper.co.uk
  - E-mail: sales@drapertools.com
  - Sales Fax: (023) 8049 4209
  - General Enquiries: (023) 8026 6355

  - Service/Warranty Repair Agent
 For aftersales servicing or warranty repairs, please   
contact the Draper Tools Helpline for details of an   
agent in your local area.

YOUR DRAPER STOCKIST

DKJP040311

©Published by Draper Tools Limited.
No part of this publication may be reproduced, stored in a retrieval system or 
transmitted in any form or by any means, electronic, mechanical photocopying, 
recording or otherwise without prior permission in writing from Draper Tools Ltd.

These instructions accompanying the product are the original instructions. This document is part of the product, keep it 
for the life of the product passing it on to any subsequent holder of the product. Read all these instructions before 
assembling, operating or maintaining this product.
This manual has been compiled by Draper Tools describing the purpose for which the product has been designed, and 
contains all the necessary information to ensure its correct and safe use. By following all the general safety instructions 
contained in this manual, it will ensure both product and operator safety, together with longer life of the product itself.
AlI photographs and drawings in this manual are supplied by Draper Tools to help illustrate the operation of the product.
Whilst every effort has been made to ensure the accuracy of information contained in this manual, the Draper Tools policy 
of continuous improvement determines the right to make modifications without prior warning.



NOTESGUARANTEE

Draper tools have been carefully tested and inspected before shipment and are guaranteed to be free 
from defective materials and workmanship.
Should the tool develop a fault, please return the complete tool to your nearest distributor or contact 
Draper Tools Limited, Chandler's Ford, Eastleigh, Hampshire, SO53 1YF. England. 
Telephone Sales Desk: (023) 8049 4333 or Product Helpline (023) 8049 4344.
A proof of purchase must be provided with the tool.
If upon inspection it is found that the fault occurring is due to defective materials or workmanship, 
repairs will be carried out free of charge. This guarantee period covering parts/labour is 12 months 
from the date of purchase except where tools are hired out when the guarantee period is ninety days 
from the date of purchase. The guarantee is extended to 24 months for parts only. This guarantee 
does not apply to normal wear and tear, nor does it cover any damage caused by misuse, careless or 
unsafe handling, alterations, accidents, or repairs attempted or made by any personnel other than the 
authorised Draper warranty repair agent.
Note: If the tool is found not to be within the terms of warranty, repairs and carriage charges will be 
quoted and made accordingly.
This guarantee applies in lieu of any other guarantee expressed or implied and variations of its terms 
are not authorised.
Your Draper guarantee is not effective unless you can produce upon request a dated receipt or invoice 
to verify your proof of purchase within the guarantee period.
Please note that this guarantee is an additional benefit and does not affect your statutory rights.

Draper Tools Limited.



SPECIFICATION

The Draper Tools policy of continuous improvement determines the right to change specification 
without notice.

Stock no. ........................................................................................................................ 33893
Part no....................................................................................................................... LATHE-300
Rated voltage ............................................................................................................230V/50Hz
Rated input........................................................................................................................ 250W
Spindle speeds ........................................................................................................................4L
 High ............................................................................................................ 100-2500r/min
 Low.............................................................................................................. 100-1100r/min
Chuck diameter..................................................................................................................80mm
Turning capacity ..............................................................................................................180mm
Tail stock .............................................................................................................................. MT2
Distance between centres ........................................................................................ 200/300mm
Cross slide travel ................................................................................................................65mm
Hole through spindle ........................................................................................................20mm
Weight nett/gross ................................................................................................................42kg

ALWAYS WEAR APPROVED SAFETY GOGGLES AND EAR DEFENDERS.



POWER SUPPLY

CAUTION: Risk of electric shock. Do not open.
This appliance is supplied with a moulded 3 pin mains plug for your safety. The value of the fuse 
fitted is marked on the pin face of the plug. Should the fuse need replacing, ensure the 
substitute is of the correct rating, approved to BS1362 and ASTA or BS Kite marked.
ASTA
BSI
The fuse cover is removable with a small plain slot screwdriver. Ensure the fuse cover is replaced 
before attempting to connect the plug to an electrical outlet. If the cover is missing, a 
replacement must be obtained or the plug replaced with a suitable type.
If a replacement plug is to be fitted this must be carried out by a qualified electrician.
The damaged or incomplete plug, when cut from the cable shall be disabled to prevent 
connection to a live electrical outlet.
This appliance is Class I† and is designed for connection to a power supply matching that 
detailed on the rating label and compatible with the plug fitted.
If an extension lead is required, use an approved and compatible lead rated for this appliance. 
Follow all the instruction supplied with the extension lead.

†Earthed      : This product requires an earth connection to protect against electric shock from 
accessible conductive parts in the event of a failure of the basic insulation.

 IMPORTANT:
On products exceeding 2000W it is recommended that the power cable and/or 
extension cable are fully unwound before a connection is made to the power supply.
However, ensure the residual cable does not pose a trip hazard















Set the direction switch to the middle 
position. Release the no volt switch by 
rotating it to the right until it pops up. 
Now select the desired direction of 
rotation by pushing the direction selection 
switch to the desired setting.

Rotate the speed control dial to the right until the desired speed is reached. 
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