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Contents of Box

1 1 x Scroll saw

2 1 x Blow-off device

3 1 x Saw blade guard

4 2 x Adapter

5 2 x Saw blade with pin

6 1 x Setting gauge

7 1 x Allen key

8 1 x Instruction manual

9 1 x Warranty card

Pack contents/parts
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SD1600V Explanation of symbols

Explanation of symbols
The use of symbols in this manual is intended to draw your attention to possible risks.
The safety symbols and the explanations that accompany them must be understood
before using the scroll saw. The warnings in themselves do not remove the risks and
cannot replace correct actions for preventing accidents.

“CAUTION - Read the operating instructions to reduce therisk of
injury”

Wear a breathing mask.

Dust which is injurious to health can be generated when working on

wood and other materials. Never use the tool to work on any materi-
als containing asbestos!

Wear safety goggles.
Sparks generated during work or splinters, chips and dust emitted

by the equipment can cause loss of sight.

Wear ear-muffs.

The impact of noise can cause damage to hearing.

Important. Risk ofinjury.
Never reach into the running saw blade.®OO

9/9
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Introduction SD1600V

1. Introduction

Congratulations on choosing to buy a WORKZONE® product.
All products brought to you by WORKZONE® are manufactured to the highest
standards of performance and safety, and as part of our philosophy of

customer service and satisfaction, are backed by our comprehensive 3 Year

Warranty.
Wehope you will enjoy using your purchase for many years to come.

Note:

According to the applicable product liability law the manufacturer of this device is not

liable for damages which arise on or in connection with this device in case of:
¢ improper handling,
* non-compliance with the instructions for use,
* repairs by a non authorised third party or inadequately trained repair technicians.
¢ installation and replacement of non-original spare parts,
¢ improper use.

Recommendations:

Read the entire text of the operating instructions prior to the assembly and operation
of the generator.
These operating instructions are intended to make it easier for you to get familiar
with your machine and fully utilise all of its functions.

The operating instructions contain important notes on howto work safely, properly
and economically with your machine and howto avoid dangers, save repair costs,

reduce downtime, and increase the reliability and working life of the machine.
In addition to the safety regulations contained herein, you must in any case comply
with the applicable regulations of your country with respect to the operation of the

machine.

Put the operating instructions in a clear plastic folder to protect them from dirt and

humidity, and store them near the machine. The instructions must be read and

carefully observed by each operator prior to using the machine. Only persons who
have been trained in the use of the machine and have been informed of the related

dangers and risks are allowed to use the machine. The required minimum age must

be met. Children are not permitted to use this equipment.
In addition to the safety notes contained in the present operating instructions and
the special regulations of your country, the generally recognised technical rules for

the operation of this machine must be observed.
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SD1600V Layout

2. Layout (Fig. 1-4)
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Blow-off device

Connection for blow-off device

Knurled screw

Holder

Saw blade guard
Sawtable

Table insert

Cover, left

Storage box for saw blades

Bearings
. Tightening lever

Arm

Graduated scale

Locking lever

. Extractor connection

. ON/OFF switch

Speed regulator
. Assembly points
. Work lamp
. ON/OFF switch work lamp

. Retaining device

. Bracket

. Allen key
. Adapter
. Setting gauge

. Saw blade

AFTER SALES SUPPORT

ry 00800 4003 4003

11

& service.uk@scheppach.com
MODEL: SD1600V PRODUCT CODE: 85590 10/2018



Scope of delivery/Intended use SD1600V

3. Scope of delivery

* Open the packaging and remove the generator carefully.
* Remove the packaging material as well as the packaging and transport bracing

(if available).
Check that the delivery is complete.
Check the generator and accessory parts for transport damage.

* If possible, store the packaging until the warranty period has expired.

(1x) Scroll saw

(1x) Blow-off device

(1x) Saw blade guard
(2x) Adapter
(2x) Saw blade with pin
(1x) Setting gauge

(1x) Allen key
(1x) Instruction manual

(1x) Warranty card

4 Attention!

The scroll saw and packaging materials are not toys!
Children must not be allowed to play with plastic bags, film and small parts!
There is a risk of swallowing and suffocation!

4. Intended use

The scroll saw was designed to cut square-edged timber or other workpieces such

as Plexiglas, glass fiber reinforced plastic, foam, rubber, leather, and cork. Do not

use this scroll saw to cut round materials. Round materials can easily become

jammed. Risk of injury! Parts can be catapulted!

The scroll sawmay only be used for the tasks it is designed to handle. Any other use

is deemed to be a case of misuse. The user/operator and not the manufacturer will

beliable for any damage or injuries of any kind caused as a result of this.

Please note that our equipment has not been designed for use in commercial, trade

or industrial applications. Our warranty will be voided if the equipment is used in

commercial, trade or industrial businesses or for equivalent purposes.
* The scroll saw is to be operated only with suitable saw blades. It is prohibited to

use any type of cutting-off wheel.

* To use the equipment properly you must also observe the safety information, the

assembly instructions and the operating instructions to be found in this manual.

12 AFTER SALES SUPPORT

& service.uk@scheppach.com a @ 00800 4003 4003

MODEL: SD1600V PRODUCT CODE: 85590 10/2018



SD1600V Intended use/Safety information

All persons who use and service the equipment have to be acquainted with these

operating instructions and must be informed about the equipment’s potential
hazards.

It is also imperative to observe the accident prevention regulations in force in your

area.

The same applies for the general rules of health and safety at work.

The manufacturer will not be liable for any changes made to the equipment nor for

any damage resulting from such changes.

5. Safety information

A Caution

Read all the safety information and instructions.

Any errors made in following the safety information and instructions may result in an

electric shock, fire and/or serious injury.
Keep all safety information and instructions in a safe place for future use.

General safety information on electric power tools

Important. The following safety precautions must be taken when using electric pow-

er tools in order to protect the user from electric shocks and therisk of injury and

fire. Read and follow these instructions before using the equipment.

1 Keep your work area tidy. Untidy work areas can result in accidents.

2 Check the ambient conditions. Do not expose electric tools to rain. Never use

electric power tools in damp or wet locations. Provide good lighting. Do not use

electric power tools near flammable liquids or gases.

3. Protect yourself against electric shocks. Avoid bodily contact with earthed

parts, e.g. pipes, radiators, cookers and refrigerators.
4 Keep children away. Do not allow other persons to touch the tool or cable,

keep them away from your work area.

5 Keep your electric power tools in a safe place. Unused tools must be stored

in a dry, locked room out of children’s reach.

6 Do not overload your tools. They will work better and more safely within their

specified capacity range.

7 Use the right tools. Do not use tools or attachments which are too weak for

heavy duty work. Never use tools on jobs for which they are not intended; for

example, do not use a hand-held circular saw to fell trees or lop off branches.

8 Wear suitable work clothes. Never wear loose fittings clothes or jewelry.
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Safety information SD1600V
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They may get caught in moving parts. Rubber gloves and non-slip shoes are

recommended when working outdoors. Wear a hair net if you have long hair.

Use personal safety equipment. Wear safety goggles. Use a dust mask when

working on dusty jobs.
Donot use the cable for purposes other than that for which it is designed.

Do not carry the equipment by the cable and do not use the cable to pull the

plug out of the socket. Protect the cable from heat, oil and sharp edges.

Secure the workpiece. Use clamps or a vise to secure the workpiece. This is

safer than using your hand and also enables youto operate the machine with

both hands.

Do not overstretch. Avoid abnormal working postures. Make sure you stand

squarely and keep your balance at all times.

Take care of your tools. Keep your tools sharp and clean in order to work well

and safely. Follow the maintenance information and the instructions for chang-

ing tools. Check the power plug and cable on a regular basis and have them

replaced by an authorized specialist if they are damaged. Check theextension

cable regularly and replace it if damaged. Keep handles dry and free from oil

and grease.

Pull out the power plug. When tools are not in use, before starting any mainte-

nance work or when changing attachments such as saw blades, drill bits and all

kinds of mounted tools.

Always remove keys and wrenches after use. Always check that keys,
wrenches and other adjusting tools have been removed before you switch on

the equipment.
Avoid unintentional starting. Never carry a tool with your finger on the switch

button while the tool is connected to the power supply. Make sure that the switch

is turned off when connecting the tool to the power supply.
When using an extension cable outdoors. Check that it is approved for out-

door duty and is marked accordingly.
Bealert at all times. Watch what you are doing. Use common sense when

working. Never use the tool when you are distracted.

Check your tool for damage. Before using the tool again, check the safety de-

vices or any slightly damaged parts to ensure that they are in good working or-

der. Check that the moving parts are working correctly, that they do not jam, and

that no parts are damaged. Make sure that all parts are fitted correctly to ensure

that the equipment remains safe to use. Unless otherwise stated in the oper-

ating instructions, damaged guards and parts have to be repaired or replaced

by a customer service workshop. Damaged switches have to be replaced by a
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SD1600V Safety information

customer service workshop. Never use an electric power tool with a switch that

cannot be turned on and off.

20 Important. For your own safety you must only use the accessories and addi-

tional units listed in the operating instructions or recommended or specified by
the manufacturer. The use of mounted tools or accessories other than those

recommended in the operating instructions or catalog may place your personal
safety at risk.

21 Repairs may only becarried out by a qualified electrician. This electric

power tool complies with the pertinent safety information. Repair work must

only be carried out by a trained electrician, otherwise the equipment may cause

accidents.

22 Connect up the dust extraction system. If there are provisions for connecting
up a dust extraction system, make sure that such a system is fitted and in use.

Additional safety instructions
* Switch the machine off immediately and disconnect the power plug in an emer-

gency.

Follow all these safety instructions before and while working with the saw.

* Do not use this saw to cut fire wood.
* Do not use this saw to cross-cut roundwood without a suitable holding device.
* The machine is equipped with a safety switch to prevent it from being switched on

again accidentally after a power failure.
* If you need to use an extension cable, make sure its conductor cross-section is

big enough for the saw’s power consumption. Minimum cross-section 1 mm?.
+ If you use a cable reel, the complete cable must be pulled off the reel.
* Persons working on the machine should not bedistracted.
+ After you have switched off the motor, never slow down the saw blade by applying

pressure to its side.
* Only fit blades which are well sharpened and have no cracks or deformations.
* Faulty saw blades must be replaced immediately.
+ Never use saw blades which do not comply with the data specified in this manual.
* It is imperative to make sure that all devices which cover the saw blade are in

good working order.
+ Never dismantle the machine’s safety devices or render them inoperative.

Damaged or faulty safety devices have to be replaced immediately. Never cut

workpieces which are too small to hold securely in your hand.
* Never load the machine so much that it cuts out.
+ Alwayspress the workpiece firmly against the saw table.
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Safety information SD1600V

+ Never remove loose splinters, chips or jammed pieces of wood when the saw

blade is running.
+ Switch the machine off to rectify faults at the blocked plug-in tool. - Disconnect the

power plug- Remove the blockage. Important! Risk of injury from saw blade! Wear

gloves. Carry out a trial run without a workpiece. Ensure that no unusual noise

or vibration occurs. Should this be the case, switch the unit off and contact the

manufacturer.
* Carry out retooling work, adjustments, measurements and cleaning jobs only

when the motor is switched off. - Disconnect the power plug. -

* Before switching on, make sure that all keys and wrenches have been removed

from the tool.

Switch off the motor and disconnect the power plug before you leave the work-

place.
Electrical installation work, repairs and maintenance may only be carried out by
persons who have been specially trained.

Refit all guards and safety devices immediately after you have completed any

repairs or maintenance work.

* Be sure to observe thesafety information and operating and maintenance instructions

issued by the manufacturer, as well as the dimensions listed in the Technical Data.
* Itis imperative to observe the accident prevention regulations in force in your area

as well as all other generally recognized rules ofsafety.
* The saw is intended to be used indoors only.
* Workpieces that are smaller than the saw blade guard can cause injuries to the

hands or fingers. Use suitable aids!

* Avoid cramped hand positions when guiding in the workpiece and avoid positions
in which slipping could lead to your hand making direct contact with the saw blade.

Alwaysfit the saw blade with the teeth facing in the direction of the sawing table.
+ Always set the correct blade tension to prevent the saw blades from jerking.

Be especially careful when cutting material with irregular cut profiles.
Exercise particular caution when cutting round objects such as rods and pipes.
These can roll down into the saw blade and cause the teeth to catch. Use a wedge
to brace such workpieces.

* The teeth can become caught in the kerf when the workpiece is pulled back, espe-

cially if sawings have filled in (blocked) the kerf. In this case, you should switch the

saw off, disconnect the power plug, clear the kerf with a wedge, and remove the

workpiece.
* Never leave the work area without having already switched the saw off. Wait until

the saw stops moving completely.
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SD1600V Safety information

+ Do not position, join, or construct any parts on the work table while the saw is

running.
Only switch the saw on after you have removed any remaining material and tools
from the work table. Leave only the workpiece to be machined and any aids (e.g.
wedges) on the work table.

* Always wear safety goggles!
* Keep your fingers at a safe distance from the saw blade.

Carefully guide the workpiece and keep it steady at all times.
+ Never leave the work area without having already switched the saw off.

Do not let your familiarity with the saw allow you to be careless. Carelessness can

lead to severe injuries within a fraction of a second.

Safe work

+ Never use the protective devices for handling or transport.
+ Make sure that the lower part of the saw blade is covered during transport, e.g. by

the protective device.
* Working position is alwayslaterally of the saw blade.

Do not lose this safety information.

Residual risks

Even if you use this electric power tool in accordance to instructions, certain residual
risks cannot beeliminated. The following hazards may arise in connection with the

equipment's construction and layout:
* Lung damageif no suitable protective dust mask is applied
* Damage to hearing if no suitable ear protection is applied
* Contact with the blade in the uncovered cutting zone

* Injuries (cuts) when changing the blade
* Crushed fingers
* Kickback

Tilting of the workpiece due to inadequate support

Touching the blade

Catapulting of pieces of timber and workpieces
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Technical data SD1600V

6. Technical data

Mains voltage

Power input

Stroke rate

Protection type

Stroke

Base area

Tilting range of table

Table size

Length of saw blade approx.

Reach

Max. cutting height at 90°

Max. cutting height at 45°

minimum size work piece wxh

maximum size work piece wxh

Weight approx.

Operating mode S6 30%:

220-240 V~ / 50 Hz

80 Watt (S1)
120 Watt (S6 30%)

500 - 1700 min”

IP20

21mm

630 - 295 mm

0° - 45° to theleft

415 x 255 mm

134 mm

406 mm

50 mm

22mm

100 x 22 mm

400 x 50 mm

12.7 kg

Continuous operation with idling (cycle time 10 minutes). To ensure that the motor

does not become excessively hot, it may only be operated for 30% of the cycle at

the specified rating and must then be allowed to idle for 70% of the cycle.
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SD1600V Technical data

Noise emission values

Sound

Sound values were measured in accordance with EN 61029.

Wear ear-muffs.

The impact of noise can cause damage to hearing.

Sound pressure level L,,: 66.9 dB(A)
Uncertainty K,,,: 3 dB(A)
Sound power level L,,: 79.9 dB(A)
Uncertainty K,,,: 3 dB(A)

The quoted values are emission values and not necessarily reliable workplace
values. Although there is a correlation between emission and immission levels it is
impossible to draw any certain conclusions as to the need for additional precautions.
Factors with a potential influence on the actual immission level at the workplace
include the duration of impact, the type of room, and other sources of noise etc.,
e.g. the number of machines and other neighboring operations. Reliable workplace
values may also vary from country to country. With this information the user should
at least be able to make a better assessment of the dangers and risks involved.

Reduce noise generation and vibration to a minimum!
+ Use only equipment that is in perfect condition.
+ Maintain and clean the equipment regularly.
+ Adopt your way of working to the equipment.
* Do not overload the equipment.
* Have the equipment checked if necessary.
* Switch off the equipment when not in use.
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Before starting the machine SD1600V

7. Before starting the machine

A\ Important! Always pull out the power plug before making adjustments to

the equipment.

General information

+ All covers and safety devices have to be properlyfitted before the equipment is

switched on.

* It must be possible for the blade to run freely.
* When working with wood that has been processed before, watch out for foreign

bodies such as nails or screws, etc.
* Before you actuate the ON/OFF switch, make sure that the saw blade is correctly

fitted and that the equipment’s moving parts run smoothly.
* Check that the voltage on the rating plate is the same as your supply voltage

before you connect the equipment to the power supply.

Installing the scroll saw on a workbench (Fig. 3, 5)

Requiredfor installing (not provided):
* M6 hex screw (4x)
« M6 hex nut (8x)
« Washer, @ 7 mm (4x)
+ Flat gasket, @ 7 mm (4x)
* Rubber base: 410 x 255 x 13 mm

The length of the screws to be used varies, depending onthe thickness ofthe table top.
* Install the scroll saw on a work table made from solid wood. This will avoid exces-

sive noise caused byvibrations.
* Mark thedrill holes. Use the scroll saw as a template for this purpose.

* Drill 4 holes with a diameter of 9 mm into the work table and the rubber base.

* Screw the scroll saw to the table using the mounting points (Fig. 3 Item 18) and in

the following sequence (Fig. 5):

A) Scroll saw

B) Rubber base

C) Work table

D) Flat gasket

E) Washer

F) Hex nut

G) Hex nut

H) Hex screw
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SD1600V Before starting the machine

* Tighten the hex nut (F) and secure it with a second hex nut (G).

Assembly
A Important! Alwayspull out the power plug before carrying out any maintenance
or conversion work on the scroll saw.

Mounting the saw blade guard and the blow-off device (Fig. 6/7/8)
* Remove the bracket (22) from the retaining device (21) with a phillips screwdriver

(not included)
+ Mount the retaining device (21) to the holder (4) and lockit with the knurled screw

(3).
Attach the bracket (22)to the retaining device (21) with a phillips screwdriver (not
included).
Close the saw blade guard (5).

+ Mount the blow-off device (1) to the connection for blow-off device (2) as shown in

Figure 8.

Mounting/Changing the saw blade

A Important!
To avoid injuries attributed to inadvertent startup: Always move the ON/OFF switch

(16) to the “0” position and disconnect the power plug out of the socket outlet before

removing or changing the saw blade.

Inserting saw blades with pin (Fig. 1/9/ 10/11/12)
Theteeth of the saw blade (26) must always point downwards.
1. Release the tension by lifting the tightening lever (11) upwards. If required, fur-

ther reduce the tension by turning it anti-clockwise.
2. Remove the table insert (7).
3. Push one end ofthe saw blade (26) throughthe hole in the table, and guide the

pins of the saw blade (26) into the corresponding slot in the lower saw blade
holder (I).

4. Slightly press down the upper saw blade holder (I).
Assemble the saw blade (26) to the upper saw blade holder (I).

6. Tighten the saw blade (26) with the tightening lever (11) by pressing it down

again. Check the tension of the saw blade (26). If the tension is insufficient, it
can beincreased by turning the lever clockwise. First release the tightening
lever (11).

7. Mount the table insert (7) again.

aM
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Before starting the machine
SD1600V

Removing saw blades with pin (Fig. 4/91/10/11/ 12)

4. Release the tension by lifting the tightening lever (11) upwards. If required, fur-

ther reduce the tension by turning it anti-clockwise.

2. Remove thetable insert (7).

3. Slightly press down the upper saw blade holder (I).

4. Remove the saw blade (26) from the saw blade holders (I).

Inserting saw blades without pin (Not included

/

Fig. 1 113/14/15/16/ 17)

The teeth of the saw blade (K) must alwayspoint downwards.

4. Release the tension by lifting the tightening lever (11) upwards. If required, fur-

ther reduce the tension by turning it anti-clockwise.

2. Remove the table insert (7).

3. Usethe setting gauge (25) to adjust the saw blade (K) at the adapters (24). (Fig.

13)
4. Tighten the 4 screws (J) with the allen key(23).

5. Push one adapter (24) through the hole in the table, and hang it into the lower

saw blade holder (I).
6. Slightly press down the upper saw blade holder (I).

7. Assemble the upper adapter (24) to the upper saw blade holder (|).

8. Tighten the saw blade (K)with the tightening lever (11) by pressing it down

again. Check the tension of the saw blade (K).If the tension is insufficient, it

can be increased by turning the lever clockwise. First release thetightening

lever (11).
9. Mount the table insert (7) again.

Removing saw blades without pin (Not included / Fig. 1/ 13/14 1151/16/17)

4. Release the tension by lifting the tightening lever (11) upwards. If required, fur-

ther reduce the tension byturning it anti-clockwise.

2. Remove the table insert (7).

Slightly press down the upper saw blade holder (|).

4. Remove the saw blade (26)with the adapters (24) from the saw blade holders

(I).

»

Calibrating the angle scale (Fig. 18)

Important: Check the adjustment of the angular scale before you start working

with the unit. The angle scale is already properly set when delivered. Align the saw

table using a 90° stop angle (L) (Not supplied) on the table (6) and at the saw blade.

Slacken the screw (M) and turn the pointer (L) to the 90° mark.
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SD1600V Before starting the machine/Operation

Carry out a test run for precise machining: Test the angle set by making a sample
cut and checking the respective number of degrees onthe workpiece using an angle
gauge. Readjust the pointer (L) if necessary.

8. Operation

Note:
* The saw does not cut wood automatically. Rather, the operator must push and

guide the wood toward the moving saw blade.
+ The teeth only cut the wood on the downstroke.
* The wood must be slowly pushed and guided toward the saw blade, since the

teeth of the blade are very small.
* Those who want to use the saw must go through the process of learning how to do

so. During this time, a few blades will invariably break.
+ When cutting thicker wood, special attention must be paid not to bend or twist the

saw blade.
* Handling the saw blade properly increases its service life.

ON/OFF switch (Fig. 2/Item 16)
* Press the “|”button (green) to switch on.

+ Press the “0”button (red) to switch off.

Important: The scroll saw is equipped with a safety switch to prevent it from being
switched on again accidentally after a power failure.

If the mains power supply is interrupted when the scroll saw is switched on, the saw
will switch off and remain in this state, even after the power is restored. Press the “I”
switch (16) again to switch the saw back on.

Operating working lamp (Fig. 3)
* Switch ON the machine.
* Nowthe work lamp (19) can turn ON or OFF by useing the switch (20).
Speed regulator (Fig. 2)
The speed regulator (17) allows youto set the blade speed appropriate to the mate-
rial to be cut. We recommend high speeds for soft material and low speeds for hard
material. Turning the speed regulator (17) to the right increases rotational speed.
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Operation/Electricalconnection
SD1600V

Miter cutting (Fig. 19)
3

To carry out miter cuts adjust the distance of the saw blade guard (5) to the saw

table (6) accordingly. Swivel the saw table (6) by loosening the locking lever (14) and

tilting the saw table (6) to the desired position. Tighten the locking lever (14).

Important! Be especially careful when making miter cuts. The angle of the saw

table makes it easier for the workpiece to slip. Risk of injury.

9. Electrical connection

The electrical motor installed is connected and ready for operation. The connection

complies with all required provisions.
The customer's mains connection as well as the extension cable used must also

comply with these regulations.

Important information

In the event of an overloading the motor will switch itself off. After a cool-down peri-

od (time varies) the motor can be switched back on again.

Damaged electrical connection cable

The insulation onelectrical connection cables is often damaged.

This may have the following causes:

« Passage points, where connection cables are passed through windows or

doors.
* Kinks where the connection cable has been improperly fastened or routed.

* Places where the connection cables have been cut dueto being driven over.

+ Insulation damage due to being ripped out of the wall outlet.

* Cracks due to the insulation ageing.

Such damaged electrical connection cables must not be used and are life-threaten-

ing due to the insulation damage.

Check the electrical connection cables for damage regularly. Make sure that the

connection cable does not hang on the power network during the inspection.

Electrical connection cables must complywith the applicable VDE and DIN provi-

sions. Only use connection cables with the marking ,HO5VV-F*.

The printing of the type designation on the connection cable is mandatory.

AC motor
* The mains voltage must be 220-240 V~

« Extension cables up to 25 m long must have a cross-section of 1.5 mm?.

Connections and repairs of electrical equipment may only be carried out by an

electrician.
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SD1600V Electrical connection/Cleaning, maintenance and storage

Please provide the following information in the event of any enquiries:
* Type of current for the motor
* Machine data - type plate

10. Cleaning, maintenance and storage
Important! Alwayspull out the power plug before starting any cleaning work.

Cleaning
+ Keep all safety devices, air vents and the motor housing free of dirt and dust as far

as possible.
* We recommend that you clean the equipment immediately after you use it.
* Wipe the equipment with a clean cloth or blow it down with compressed air at low

pressure.
* Clean the equipment regularly with a damp cloth and some soft soap. Do not use

cleaning agents or solvents; these may be aggressive to the plastic parts in the
equipment. Ensure that no water can get into theinterior of the equipment.

Servicing
There are no parts inside the equipment which require additional maintenance.

Bearing(s) (Fig. 1/Item 10)
Periodically lubricate the bearings (10) of the guiderollers with high-grade machine
grease, at the latest however after 25 to 30 hours of operation.

Carbon brushes

In case of excessive sparking, have the carbon brushes checked only by a qualified
electrician. Important: The carbon brushes should not be replaced by anyone but a

qualified electrician.

Storage
Store the equipment and accessories out of children’s reach in a dark and dry place
at above freezing temperature. The ideal storage temperature is between 5 and 30
°C. Store the electric tool in its original packaging.
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Troubleshooting/Disposaland recycling
SD1600V

41. Troubleshooting

[Faut

|

Possible cause

+ Wrong saw blade tension.

* Overload of the saw

blade.
+ Saw blade twisted in the

workpiece.

Remedy

+ Adjust the saw blade tension prop-

erly.
+ Reduce the feed rate and do not

apply pressure onto the saw blade.

+» Avoid side pressure On the saw

blade.

Breaking
saw blades.

Defect cord.

* Carbon brushes are worn.

* Defect plug.
Defect ON/OFF switch.

« Improper underground.
+ Scroll saw not correctly

mounted to the under-

ground.

Motor does Let it checked by an electrician.

not run.

+ Change the position of the machine.

* Check and tight the bolts if neces-

sary.
Excessive
vibration.

42. Disposal and recycling

The packaging protects the generator against damage during transport. Packing

materials are usually chosen depending on their environmental friendliness and

disposal method and can therefore be recycled. Returning the package to material

circulation saves raw materials and reduces waste disposal costs. Parts of

packaging (e.g.foils, styropor®)can be dangerous to children. Risk of suffocation!

Keep packaging away from children and dispose of it as soon as possible.

Old devices must not be disposed of with household waste!

__, This symbol indicates that this product must not be disposed of together with

a domestic waste in compliance with the Directive (2012/19/EU)pertaining to waste

electrical and electronic equipment (WEEE).This product must be disposed of

ple, by handing it in at

at a designated collection point. This can occur, for exam

an authorised collecti
ctrical and electronic equip-

ing point for the recycling of waste ele

ment. Improper handling of waste equipment may have negative consequences for the

environment and human health due to potentiallyhazardous substances that are often

contained in electrical and electronic equipment. By properly disposing of this product,

ributing to the effective use of natural resources. You can obtain infor

mation on collection points for waste equipment from your municipal administration,

public waste disposal authority, an authorised bodyfor the disposal of waste electrical

and electronic equipment or your waste disposal company.

you are also cont
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sscheppach Fabrikation von Holzbearbeitungsmaschinen GmbH + Ginzburger Str. 69 » D-89335 Ichenhausen
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Great care has gone into the manufacture of this product and it should

therefore provide you with years of good service when used properly. In the

event of product failure within it’s intended use over the course of
the first 3 years after date of purchase, we will remedy the problem as

quickly as possible once it has been broughtto our attention. In the

unlikely event of such an occurrenece, or if you require any information

about the product, please contact us via our helpline support services,
details of which are to be found both in this manual and on the product
itself.

PRODUCED IN CHINA FOR:

ALDI STORES LTD., PO BOX 26, ATHERSTONE,
WARWICKSHIRE, CV9 2SH.

ALDI STORES (IRELAND) LTD.

PO BOX 726, NAAS, CO. KILDARE.

Visit us at www.aldi.com
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WARRANTY CARD

SCROLL SAW

7

NS

Your details:

Name

Address

Ba Email

Date of purchase*

*We recommend you keep the receipt with this warranty card

Location of purchase

r

Description of malfunction:

AFTER SALES SUPPORT

ZS 00800 4003 4003

& ‘service.uk@scheppach.com

If after contacting the manufacturer

you are requested to return the faulty
product please return the completed
warranty card together with it.

GreatStar Europe
Unit 55 Romsey Industrial Estate,
Romsey, Hampshire

MODEL: SD1600V PRODUCT CODE:85590 10/2018

$051 OHR Phone lines available

United Kingdom Monday to Friday,

Email: service.uk@scheppach.com
8am - 6pm.
Freephone number

YEAR WARRANTY



Warranty conditions

Dear Customer;

The ALDI Warranty offers you extensive benefits in addition to your statutory rights:

Warranty period: 3 years from date of purchase.

Costs: Free repair/exchange.
No transport cosis.

Hotline Free hotline

ADVICE: Please contact our service hotline by phone, e-mail or fax

before sending in the device. This allows us to provide
support in the event of possible operator errors.

In order to make a claim under the warranty, please send us:

* the faulty item together with the original purchase receipt and the completed warranty
card.

* the product with all components included in the packaging.

The warranty does not cover damage caused by.

* Accident or unanticipated events (e.g. lightning, water, fire)
¢ Improper use or transport.
+ Disregard of the safety and maintenance instructions.

* Other improper treatment or modification.

After the expiry of the warranty period, you still have the possibility to have your product
repaired at your own expense. If the repair or the estimate of costs is not free of charge you
will be informed accordingly in advance.

This warranty does not affect your statutory rights. In the event that a product is received

for repair, neither the service company nor the seller will assume any liability for data or

settings possibly stored on the productby the customer.


